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➤ Configurable RS422 Serial I/O (up to 8)
➤ NMEA up to version 4.11 and/or Proprietary (ASCII, 

configurable messages GGA, GGL, GSA, GSV, RMC, 
VTG, TXT, etc.)

➤ STANAG HQ output
➤ 1PPS output (ICD-GPS-060A compatible)
➤ GPS-ICD-153
➤ 5” TFT Touchscreen

I N T E R F A C E S

➤ Antenna Connector: SMA Type Socket
➤ Power Connector: MS Series 3 pole
➤ Data Connector: MS Series 22 pole

C O N N E C T O R S

➤ Power LED
➤ 1 PPS LED

S T A T U S  L E D S

H O R I Z O N TA L  P O S I T I O N  A C C U R A C Y

➤ PVT 1.5 m CEP (in different GNSS modes)
➤ SBAS 1.0 m CEP (in different GNSS modes)
➤ RTK 0.01 m + 1 ppm CEP (in different GNSS modes)

GNSS
RECEIVER

GPS
➤ L1C/A (1575.42 MHz)
➤ L2C (1227.60 MHz)

GLONASS
➤ L1OF (1602 MHz)
➤ L2OF (1246 MHz)

Galileo
➤ E1-B/C (1575.42 MHz)
➤ E5b (1207.140 MHz)

BeiDou
➤ B1I (1561.098 MHz)
➤ B2I (1207.140 MHz)

QZSS
➤ L1C/A (1575.42 MHz)
➤ L2C (1227.60 MHz)

SBAS
➤ L1C/A

S A T E L L I T E  T R A C K I N G

➤ Approx. 2 minutes with internal battery (Hot Start)

S T A R T  T I M E

➤ 160 mm x 240 mm x 75 mm (WxLxH)

D I M E N S I O N S

➤ 1.5 kg

W E I G H T

➤ GPS+GLO+GAL+BDS / GPS+GLO+GAL 1 Hz

N A V I G A T I O N  U P D A T E  R A T E

➤ 0.4 deg

H E A D I N G  A C C U R A C Y

➤ 9-36VDC, <10W

P O W E R  C O N S U M P T I O N


